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FFEEAATTUURREESS::  
 Simple data entry          Graphic display of damage      
 Optimized for pen computers          Built-in ANSI O5.1* reference tables 

 
OOUUTTPPUUTT::  

 Percent remaining strength based on user-defined modulus of rupture (MOR) and actual and ANSI dimensions 
 Pole properties including:  section modulus, moment of inertia and area 

 
CCOONNTTAACCTT  EEDDMM  FFOORR  IINNFFOORRMMAATTIIOONN  OONN  IINNTTEEGGRRAATTIINNGG  DD--CCAALLCC™™  WWIITTHH  AA  MMIICCRROOSSOOFFTT  AACCCCEESSSS®®  DDAATTAABBAASSEE  

*  ANSI O5.1 is the American National Standards Institute 
   standard for wood poles.  References to the ANSI O5.1  
   in D-CalcTM are reproduced with the permission of ANSI. 
   The standard may be purchased from the ANSI at 
   11 West 42nd Street, New York, New York 10036. 
 
** Quantity Discounts Available: 

2 or 3 copies -- 5% discount 
4 to 6 copies  -- 10% discount 
7 to 10 copies -- 20% discount 
11 or more copies -- 25% discount 

AASSSSEESSSS  TTHHEE  EEFFFFEECCTTSS  OOFF  
DDAAMMAAGGEE  IINN  SSEECCOONNDDSS!!!!!!  

 
 Facilitates repair/replacement 

decisions. 


